




In 3 steps from design to perfect application

Let your creativity run wild

As versatile as your applications

Individualization of giftsPerfect contrasts on metals and 
plastics

Add value to daily products to reach 
higher margins

Finest details and precise marking on 
every part size

Creative design of electronical 
devices

Enlarge your business to data 
plates, name tags and other 
engraved signage products

Constant quality also on plastics

1. Creation of design
Use your daily design software to create the motif and place logos, serial 
numbers or codes. DirectMark works with all common design software 
packages as well as with of� ce programs. There is no need to get used to 
a new working environment and therefore no need for time consuming 
personnel training. Due to the extremely precise galvo laser head, literally 
everything that can be drawn can be processed with the laser.

3. Finished application
Depending on the material and chosen process, the laser job is � nished within 
a few seconds. Unlike with methods like printing, the � nished product does 
not need any post processing or drying time. Since all parameters can be 
stored, any post productions look exactly the same as the � rst run. Discover 
the possibilities.

2. Printing command
Send your design to the laser with a simple printing command via the Direct-
Mark printer driver function. All parameters can be set within the printer driver 
window, just like with an of� ce printer. The preset material database assists 
you in � nding the right speed, power level or process. Enlarge the database 
with your own individual and often used materials. With a click on „Print“ the 
laser starts working.

Production of high quality give 
aways in large lot sizes

Use any graphics, CAD or label printing software

DirectMark printer driver

Perfect results within seconds
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Marking fi eld dimensions 
The marking fi eld dimension depends on the lens. The 
greater the focal length, the larger the marking fi eld.

Maximum height of work piece 
The component height depends on the lens. The greater the 
focal length, the smaller the maximum component height.

F 100 marking field 70 x 70 mm F 100 max. height 250 mm

F 160 marking field 110 x 110 mm F 160 max. height 171 mm

F 254 marking field 180 x 180 mm F 254 max. height 22 mm

Exterior dimensions (W x H x D)
in mm

400 x 786 x 450
375 x 666 x 800 with electrical Z-axis 572 x 653 x 851

Maximum marking area 
(depends on lens) in mm up to 180 x 180 up to 180 x 180

Maximum working area in mm Z-post or electrical Z-axis Mechanical or software-controlled 
Z-axis

Maximum component height in mm 531
399 with electrical Z-axis 250

Laser source
Laser source: Pulsed, 
maintenance free fiber laser. 
Air cooled

Laser source: Pulsed, 
maintenance free fiber laser. 
Air cooled

Laser power 10 - 20 Watt  10 - 20 Watt

Door – manual

Laser safety class 4 2

Maximum marking speed 10.000 mm/s (640 cps/s) 

Software DirectMark

The ProMarker Series
ProMarker 100 ProMarker 300
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